Compliance with the current version of Karcher standard Ka&N 050.032 "Constituent substances" (ban of lead, cadmium, etc.) must be guaranteed. Standard date format according to ISO 8601 (YYYY-MM-DD).

The reproduction, distribution and utilization of this document as well as the communication of its contents to others without explicid authorization is prohibited. Offenders will be held liable for the payment of damages.

All rights reserved in the event of the grant of a patent, utility model or design. Copyright © Alfred Karcher GmbH & Co. KG

(O8]

N
RN

BETRIEBSSPANNUNG SIEHE TYPENSCHILD
OPERATING VOLTAGE REFERE TO MARKING PLATE
TENSION VOIE PLAQUE SIGNALET [QUE

TENSION DE SERVICIO VEA PLACA DE IDENTIFICATION

Qe

C1,C2 BETRIEBSKONDENSATOR

M1 MOTOR

CAPACITOR
MOTOR

CONDENSATEUR
MOTOR

CONDENSADOR
MOTOR

01 MOTORSCHUTZSCHALTER MOTOR RELAIS PROTECT [ON
PROTECTION (MOTEUR) DEL MOTOR
02 DRUCKSCHALTER PRESSURE PRESSOTAT PRESOSTATO
SWITCH
-- Erstmusterpriiung on X
:) gﬂs%%%gﬁ;%%ggﬁggZ?r?lresng%wgﬂ ?ee;;:ﬂtétgié:i)%ug E1l(\)l210(31204 D
e < bstarcs Allgemelntoleranzen Profoction & | Oberflache /surface | g ek DOHIER®

Halbzeug
semi finished product

Tolerierung / toleration

EN ISO 1302

=6

dimensions in mm

Material-Nr. / material no. O . O 8 9 - O O 3 . O

Benennung / description

Wiring diagram

Werkstoffbez. / mat. designation D gepriift document number type | version| status scale sheet of

SchweiBtechn. / welding techn. [] ¢hecked | SLP 5247004 [SLP| 00 | FR 1:1 1 1
Datum Gezeichnet Geprueft Normgepriift | Anderung / Engineering change Ersatz fiir / replaces
date drawn by checked by std. checked by [index|Anzahl / count] _number Datum / date  |index

2011-06-09| AwW02587 AW02473 AW02399 a 1 2032504 12006-02—-07| a

4 I

3

I 2 I 1




